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TECHNICAL NOTE 4300

HEAT-TRANSFER AND PRESSURE MEASUREMENTS ON FIAT-FACED
CYLINDERS AT A MACH NUMBER OF 2

By Willism E. Stoney, Jr., and J. Thomas Markley
SIMMARY

Flat-faced cylinders of 12-inch diameter and 4-inch dlameter were
tested at a Mach number of 2 and sea-level conditions in the preflight
Jet of the Langley Pilotless Aircraft Research Station at Wallops Island,
Va. Both pressure distributions and heat-transfer rates were measured.

The pressure data from the 4-inch-diameter model sgreed well with
the results of several other investigations. The stagnation-point pres-
sure gradient was indicated to be sbout 30 percent of the gradient on an
equivalent-size hemisphere. The heat-transfer data agreed reasonably well
with the theoretical results when the flow was leminar. The stagnation-
point heating rates were approximastely 55 percent as great as the stag-~
netion heating rates on a hemisphere of equal diameter.

INTRODUCTION

On a reentry bellistic missile, the area most seriously affected by
aerodynamic heating usually 1s the nose. A pointed nose may be deslrable
because of its low drag characteristics but is undesirsble because the
heat-transfer coefficient 1s extremely large at the tlp in relation to
the mass available to absorb the incoming heat. One method of allevi-
ating this heating problem is to blunt the nose. The blunting reduces
the hest-absorption problem by two means. First, the heat-transfer
coefficient is an inverse function of the square root of the nose radius
of curvature and thus is reduced by blunting, and second, much greater
amounts of material are available for heat absorption.

The flat-faced cylinder is the simplest of all blunt-nose shapes.
Theoretically the flat nose has the lowest stagnation-point heating rates
(with the possible exception of concave shapes). For these reasons a
serles of tests on flat-faced cylinders was made to obtain the heat-
transfer and pressure distributions on this shape, and the results are
presented in this report. Four models were tested, two 12-inch-diameter
models and two 4-inch-diameter models. All tests were conducted with
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the face of the cylinder normal to the alrstream for a Mach number of 2
in a free Jet at Wallops Island, Va. True sea-level conditions existed
during all tests.

SYMBOLS
a speed of sound, ft/sec
ey specific heat of skin, Btu/(1b)(°R)
D dlameter of hemisphere
h aerodynamic heat-transfer coefficient, Btu/(sec)(sq £t)(°R)
hg = l
o,hemi . -
k thermal conductivity, Btu/(sec)(sq £t)(°R/ft)
[ distance from corner of cylinder to shock (measured at an
angle of 67° with center line), in.
M Mach number
Niva Nusselt number
Npy. Prandtl number
Nat Stanton number
P statlc pressure, lb/sq £t
Q total heat input
q heating rate, Btu/(sec)(sq ft)
R Reynolds number per foot
Rg Reynolds number based on momentum thickness
r radius of model, in.
T temperature, °R
t time, sec
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U veloclty, ft/sec

%% velocity gradient

b4 distance along front surface from center line of model, in.
4 ratio of specific heats of air

5 distance from center of face of cylinder to shock, in.
H coefficient of viscosity, slugs/ft-sec

Ny recovery factor

0 density of atmosphere, slugs/cu ft

Py density of skin, 1b/cu ft

Ty well thickness, in.

Subscripts:

aw adiabatic wall

hemi hemisphere

1 local velue at edge of boundary layer

lam laminar

o stagnation point

r based on maximum radius

turb turbulent

W wall

0 free stream shead of shock

APPARATUS AND TESTING

Test Facility

All tests were conducted at the preflight jet of the Langley Pillotless
Alrcraft Research Station at Wallops Island, Va. This blowdown jet, which
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is discussed more fully in reference 1, has a Mach number of 2 and sea-
level conditions. The models were located with their center line on the
axis of the jet and their face 2 inches downstream of the nozzle. The
k-inch heat-transfer model in the 12- by 12-inch Jet is shown in fig-
ure 1 and the 4-inch pressure model in the 27- by 27-inch jet 1s shown
in figure 2.

Models =

The characteristics and number of runs for each of the four models
are presented in table I. The locatlons of the thermocouples and pres-
sure orifices are shown in figure 3, and the construction details, repre-
sentative of models A and B and closely similar to those of model C, are
shown in figure 4. All models were backed by mehogany disks cut out
around the thermocouple locations as shown in figure 4.

Range of Tests

All models were tested normal to the airstream et a Mach number of
2. Model A, model B, and model D were tested in the 27- by 27-inch free
Jet, and model C was tested in the 12- by 12-inch free Jet and the 8-inch-
diameter free jet. For models A, B, and D, pressure and tempersture con-
ditions did not vary as much as 1 percent from those shown in figure 5.
For model C, similar conditions preveiled. The heating rates of this
report are from data obtained at the earliest time at which the Jet con-
ditions reached the steady state. The times marked in figure 5 are repre-
sentative of all the tests. The total temperature and total pressure
remeined constant for about 8 seconds after the steady state was reached.
At the time for which the heating rates were calculated the temperatures
at the edge had slready risen about 100° above those at the center, as
shown by the typical temperature histories in figure 6.

Date Reduction .

The heat-transfer coefficients:were calculated after steady flow
conditions were established in the Jjet. The followlng equation was used:

pc.T daT
he —WHW W
T&w - T, dat

The time rate of change of wall temperature was obtalned from plots of
the wall temperature as a function of time. The heat-transfer coeffilcilent
was then evaluated by using a density for Inconel of 518 lb/cu ft and its
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specific heat as given in reference 2. The measured values of skin
thickness were used in all calculations.

The adigbatic wall temperature was obtained from

Ty Ty
T = 7 - —— | e e—
oW (o] T ( To) TO

with M. assumed to be equal to N?rl/a. Actually, whether the laminar

or the turbulent recovery factor M. is used makes little difference
since the minimum ratio of Ty /T, on the body was 0.8k,

The equation used to calculste the heating rates assumes constant
temperature through the wall thickness, negligible heat flow laterslly
in the plate, negligible heat flow due to radistion, and negligible heat
loss to the backing material. It is easy to show that all these condi-
tilons were true for these tests with the exception of the heat flow to
the backing materiel. At times up to 2 seconds the jet had not come
up to full operating pressure. The variation In the heating rates up to
this time waes due largely to the varying pressure in the jet and thus
these date were not usable. Analyses of the data gathered at later times
than those used in the dats reduction indiceted repidly decreasing values
of heat-trensfer coefficient with time. These reductions are far greater
than theory indicates the increasing wall temperature with time could
cause. It is belleved that these apparently decreasing rates are due to
heat losses to the backing meterial, even though there 1s only eir directly
behind the thermocouple locations, and it is assumed that for all the data
presented this loss is less than 20 percent at the early times for which
the data are presented. The losses at the extreme edge station may be
larger, since the edge was cantilevered from the backing material and was
thus exposed to the low-pressure air end possible turbulence of the exter-
nal flow. It must be noted, however, that to date it has not been pos-
sible to calculate heat losses of the magnitude required to keep the
heat transfer constant. A more detailled discussion of this subJect is
presented in appendix A.

RESULTS AND DISCUSSION

Pressure Mesasurements

Pressure distributions.- The pressures measured on model D (4-~inch-
dismeter model) are presented in figure T as fractions of the total pres-
sure behind the shock, and are compared with availsble theoretical and
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experimental distributions. Pressures were also mesasured on the 1l2-inch~
dlameter model A; however, the pressures were measured more saccurately on
model D and these results are felt to be most relisble. It slso appears
that the measurements on the l2-inch model were sufficiently different
from those on the 4-inch model to indicate the possibility of some inter-
action between the 1l2-inch model and the Jet. A detalled discussion

of these measurements on the 12-inch model is presented in appendix B.

The open and solid points represent measurements on the two sides of
the main ray and their agreement 1s a measure of the symmetry of the flow
fleld over the face. A dashed line has been drawn through the solid .
symbols for the 4-inch model to indicate what is believed to be & reliable
pressure distribution at M = 2. The pressures indicated by the solid
symbols were measured by low-range cells which measured the difference
between the local pressure and the pressure at the center tube, and thus
are conslderably more reliable at most of the stations then the remsining
measurements, which were made with total-pressure Iinstruments of higher
range.

Test results at a Mach number of 2.01 on a 3-inch-dismeter flat face
have been presented in reference 3. The points obtained from figure 4
of this reference compare well with the data of the present report. (See
fig. 7.) Tests of a 4-inch-diameter model have recently been made in the
Langley Unitary Plan wind tunnel at M = 2.49. These results also compare
well with the present data.

The solld lines in figure T represent the theoretical resulte of
Maccoll and Codd (ref. 4) which were calculated for M = 1.50 by a rather
tedious iterative method. These results had to be taken from a fairly
rough plot, end thus some of the dlfference shown may be due to inaccurate
transcription instead of the difference in Mach numbers.

Veloclty distributions.- All the pressure measurements shown in fig-
ure 7 have been substituted into the compressible Bernoulll equation

y=1
|2 1-_’3.7
8o 7 -1 Po
where 8, the stagnetion speed of sound, is
Po
a = —
o} 7p0

in order to obtaln the values of Ul/ao presented in figure 7. The value
of U-L/s.o is used slmply because it 1s a function that depends on the
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pressure ratlio alone. This parameter is sensitive to small changes in

D
pressure ratio near o = 1. The velocity ratios of the varlous tests
o

compare well, even near the stagnation point where accurate measurements
are very difficult because of the small pressure gradients existing there.

The comperison of the measurements at Mach numbers of 2 and 2.49
Indicates that the effect of Mach number on pressure ratio and velocity
ratio is small over thils range. The difference between these values and
the theoretical calculations for M = 1.50 may be real but the possibil-
ity of an inadequacy in the theory (or the transcription of its results)
must be kept in mind.

Veloclity gradlent.- The heat transfer at the stagnation point is pro-
portional to the square root of the velocity gradient at the stagnation
point. As can be seen from the pressure ratios in figure T, the local
pressures are very little different from the stagnation-point pressures,
and thus extremely sensitive pressure measurements must be made near the
stagnation polint if the velocity gradient is to be presented accurately
in figure 8. The velocities from the present test and from the test in
the Unitary Plan wind tunnel have been replotted to a larger scale in fig-
ure 8 and compared with velues taken from reference 3. Though these
points from reference 3 are from the same test as the points shown in
figure T, the points in figure 8 were obtained from figure 13 of refer-
ence 3, which presents & function of the veloecity ratio rather than simply
pressure ratio, and thus some smell differences may be noticed between the
values presented in figures T and 8. In addition to the increased sen-
sitivity of the velocity-ratlo function, data from all four rays along the
body of reference 3 are presented in figure 8. The top line has been
faired through the two points from present tests and the lower line has
been faired through the deta from reference 3. The scatter in the data
from reference 3 is large and the points available from the present tests
are few; thus no signiflcant difference 1s shown. TFortunately there is
also only a small difference bebween the velocity gradients 1ndicated,

r 4U

since the present data give zZ— = = 0.33 and those of reference 3 glve
x W _ 5.3, °
ag dx

It should be pointed out that the authors of reference 3 did not
analyze their date in the same manner, and they obtained a value of

éL %% = 0.36. This difference is caused by the spparently low velocity-
o

ratio values which were measured at their first station, since they faired
a straight line through the data from each ray and averaged the resultant
slopes. This method seems to place too much weight on the measurements at
the first station, which the scatter alone indicates are the least accurate,
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slnce it does not allow the falring to include the O value of the stag-
netion point. This effect can also be noted in figure 18 of reference 3,

where the fairing mey be taken to indlcate a wvalue of X aUu _ 0.305.
80 dx

Local properties.- The remaining local values of importance are
shown in figure 9. The local densities and temperatures obtained from
the line faired through the data for the 4-inch model are divided by
their stagnation-point values, while the local Reynolds numbers and the
product of density and veloclty are presented as fractions of the free-
stream value.

Since there 1ls some indlcatlon that the local pressure ratio PZ/Po

remains invariant with Mach number or at least increases only slightly
with increasing Mach number, these local values may be used to approxi-
mate conditions on & flat nose at higher Mach numbers. The only local
values that change directly with Mach number are the product of density
and velocity and the local Reynolds number ratio. Thus, under this
assumption, for an ideal gas the local density-veloclty product at —
M = 10 and 15 would be 20 percent larger then at a Mach number of 2,
while the ratio of local to free-stream Reynolds number would be only
0.48 of the M =2 value at M = 10, and 0.34 of the M = 2 value at
M=15. ' '_' '

Heat-Transfer Measurements

Stagnation-point heat transfer.- Stagnation-point heating rates are
presented in figure 10 for both the L-inch-diameter and 12-inch-diemeter
models. The values for the L-inch models wétre measured at the stagna-
tion point, whereas those for the l12-inch models were obtained by aver-

aging the rates measured at £ =-0.25. It is assumed that the theoreti-

r
cal results for the distribution of local heating rates (see discussion

in following section) are essentially correct in their prediction of a
smell difference (S8 percent) in rates at %.: 0.25 and % = 0. There

are two uncertainties involved in making this assumption for the 12-inch
models: (1) the flow is probably turbulent over the outer part of the

model and could possilbly be so at % = 0.25 ‘and (2) the measurements of

local flow conditions did vary slightly from the messurements on the
L-inch model in the same Jet. However doubtful the assumption may be,
its use does lead to reasonable results, as can be seen by the comparison
of measured and calculsted values shown in figure 10.

The theory used for the calculation is that developed by Sibulkin
for the flow at the stagnation point of a hemisphere (ref. 5). The same
result is arrived at in references 6 and 7. This equation - _
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1/2

au
0.4 |P\F%
Npu,D = 0.763Np, D —gﬁfzg]

may be written (for Npy = 0.72 and air properties based on wall
temperature):

To P Mo 1 1/2 '
Eoenifp kG ET o

vhere R, 1s the free-stream Reynolds number per foot. With the proper
values of (%%) this equation is applicable to any shape. The value
o

measured in the present test, gLegg) = 0.32, was used in the calcula-
o) o

tions of figure 10. The stagnation-point heat-transfer coefficient from
the test of the h~inch model in the Unitary Plan wind tunnel at M = 2.49
is also shown, together with the corresponding theoretical curve computed
from equation (1). The difference in level is due to the fact that the

Reynolds number per foot was 2.7 X 106 in the Unitary Plan wind tunnel

and 1k x lO6 for the other data in figure 10. Again the theory and exper-
iment are in good agreement (the measured value of h is 0.009 and the
theoretical value is 0.0083).

Local heat-transfer distributions.- The ratlio of local heat-transfer
coefficients to the measured values at the stagnation point are presented
in figure 11. Heat-transfer measurements were also made in the Unitary
Plan wind tunnel during the test for which pressure dats has been pre-
sented in figure 7. The values from 8ll four rays on the Unitary tunnel
model are also presented in figure 11, the spread being indicated by the
extensions on the symbols (the large spread at the edge is actually due
to only one low point). The data from the 1l2-inch models include results
from four runs along many rays, and again the spresd of the data 1s indi-
cated by the vertical extensions.

These measured values are compared wlth theoreticel laminsr distri-
butions calculated by the method of Lees (ref. 6) and the method of Stine
and Wanlass (ref. 8), and also with a turbulent distribution derived from
flat-plate theory. The detalls of all these calculations are dilscussed
in appendix C.

It 1s apparent that ell the data except those for the 12-inch model
are clustered sbout the two laminar distributlons, and it seems reasonsble
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to assume that all the bodles except the 12-inch model have entirely
laminar flow on thelr surfaces. Though the scatter is large, the data
appear to agree with the Lees distribution better than with the Stine
and Wanlass distribution, in spite of the violation of Lees' assumption

that %E'<< 1. The Stine and Wanlass method, which is simply the two-

o]
dimensional boundary-layer solutlion corrected by the Mangler transforme-

tion and applied for the given local pressure gradient, appears to be
too sensitive to the high pressure gradients found neer the edge of the
face. This sensitivity may be the reason why it seems to be in greater
error for the flat face than for the hemisphere, where it has previously
been shown to be quite accurate; the gradients on the hemisphere are
considerably lower than those near the edge of the flat face.

The greater spread in the data near the edge of the 1l2-inch model
1s due in part to the greater rate of change with time exhibilted by the
heat-transfer rates at these points (see appendix A). The downward trend
noticeable in the Unitary Plan tunnel date is probably due to lateral heat
flow around the corner, since that model, unlike the models of the present
investigation, had a continuous metal connection with 1ts cylindrical
section.

The heat-transfer distribution measured on the 12-inch model is
strikingly different fram thaet on the L-inch model, and the obvious reason
for the difference would be the presence of turbulent flow on the l1l2-inch
model and not on the 4-inch model. As mentioned previously and as dis-
cussed more fully in asppendix B, the pressures measured on the 1l2-inch
model were somewhat different from those measured on the 4-inch model;
however, nelther of the laminar theories exhibits a pressure sensitivity
large enough to account for the large change in heat-transfer rates meas-
ured. It would eppear that thls difference in local conditicns is not the
cause of the difference 1n heat-transfer cocefficients, and this belief is
somewhat borne out by the comparison with the modified flat-plate turbu-
lent rates shown in figure 11l. The turbulent equation derived in appen-
dix C 1s similar to that derived in reference 9. In the reference report
the comparison between the theoretical flat-plate values and the measured
values was falrly good, but the nose was hemispherical, and as mentioned
before the hlgher gradients of the flat face stretch the assumptions of
the flat-plate theory more severely than the generally lower hemispherical
values. The data obteined on the sides of a cone with a hemispherical tip
(ref. 10) also can be shown to agree with the modified flat-plate theory,
and here agaln the low pressure gradlents may account for the better
agreement.

Local Reynolds number dlistributions.-~ If the data for the 1l2-inch
model do represent transitional or turbulent heat-transfer rates, it
is interesting to compare the local Reynolds number distrlbution on the
two bodies. Filgure 12 presents both the local Reynolds number and the
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local Reynolds number based on momentum thickness (see appendix C for
calculation method) for each size body. In either case, if it is assumed
that the data for the four-inch model indicate entirely laminar flow, the
difference in local Reynolds numbers would not predict that the flow on
the 12~inch model would turn turbulent as near the center as it apparently

did (%-z 0.4 or 0.5). Thus some doubt remains as to the cause of tran-

sition on the 1l2-inch model. It was noted that the 12-inch model was
more severely pltted by particles from the jet than the L-inch model.

Comparison of hemisphere and flat-face heating rates.- A comparison
between the heating rates on a flat face and on a hemisphere can easily
be made if all the local rates are divided by the stagnatlion-point heating
rate for a hemisphere of the same size. Such a comparison 1s presented in
figure 13. The laminar calculations of Lees (ref. 6) for both the hemi-
sphere and the flat face are shown, as well as the spparently turbulent
values for the 12-inch flat face and for the hemisphere tested at the
same Reynolds number and Mach number. The maximum turbulent heat trans-
fers are sabout the same, and it would seem that the location of transi-
tion would have to be known to ensble & rationel choice between the two
shapes on the basls of low maximum local heating rates. However, if the
flow is completely laminar, the maximum local value for the flat face is
15 percent less than that for the hemisphere.

Another comparison msy be made on the basis of total heat input.
In this case 1t ls important to remember that the hemisphere has twice
as much skin area as the flat face. A comparison of total turbulent
rates from these tests is not very valuable since the ratio of turbulent
to laminar heating rate is a function of local Mach number, and thus
results of one test are not directly spplicable to another. An integra-
tion of the lamlnar curves of figure 13 shows that, at M = 2,

Qflat

= Q.
Qhemi 1

SUMMARY OF RESULTS

From tests made in the preflight Jet at a Mach number of 2 and sea-
level Reynolds number on flat-faced models of two different sizes (12-inch
and 4-inch diemeter) the following results were obtained:

1. The pressures meassured on the face of the 4-inch model agreed very
well with the results of two other tests. These pressure messurements
allow the determinstion of a reliable value of the velocity gradient at
the stagnation point; that is,
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E-(d—U)O - 0.32—

aod_x

where r 1is the maximum radius, a, 1s the speed of sound at the stag-
nation temperature, and (%g) is the velocity gradient. This is asbout
(o]

30 percent of the gradient on a hemisphere of equal diameter. Comparison
with measurements at a Mach number of 2.5 indicates that this value may
not change significantly for Mach numbers above 2.

2. When this stagnation-point velocity gradient was used, the meas-
ured stegnation-point heat-transfer rates agreed well with the theoretical
predictions. The measured rates were approximately 55 percent of those
which would be measured on a hemisphere of equal diameter.

3. The distribution of the heating rates over the surface indicated
that the flow was entirely laminar on the 4-inch model and was turbulent
over most of the 12-inch model. The laminar data compared reasonably
well wlth the theories used, but a turbulent theory derived from flat-
plate theory gave heat- transfer rates higher than the measured rates on
the 12-inch face.

Langley Aerconautical Laboratory,
National Advisory Committee for Aeronautics,
langley Field, Va., May 2, 1958.
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APPENDIX A
VARTATION OF MEASURED QUANTITIES WITH TIME

The purpose of this appendlx i1s to discuss in some detail & phenom-
enon treated somewhat superficially in the body of the report, namely,
the apparent variation with time of the heat-transfer coefficients. As
mentioned In the body of the report, it is the opinion of the authors
that the date as presented represent fairly well the true heat-transfer
coefficlents and that their variation with time is only an apparent one
due to the loss of an unknown asmount of heat to the backing material.

Temperature-time histories for the stations at % = 0.25 and

% = 0.97 are presented in figure 1. These are representative of data

having the maximum and minimum variations of heating rate with time. The

time history of the apparent heating rates (q = pwchw %%E> obtained

from these temperature histories is presented in figure 15. Up to 2 sec-
onds, the flow in the Jet has not reached design pressures as is shown
by the total-pressure and totasl-temperature records presented in fig-

ure 5, and the q wvariations up to this time can be assumed to be due

to thils starting flow. If the h values assumed in the report are cor-
rect, after 2 seconds the two dashed lines in figure 15 represent the
heating retes which should have been measured. The temperature which
would have been measured in these cases is shown by the solid lines in
figure 1i. The difference between the dashed and solid lines then is

the epparent heat loss to the backing material.

There is little question that losses of such megnitude are possible
if the material behind the plate is wood and the contact is fairly good.

However, there were sizable holes (}% inches in diameter and 1 inch deep)

behind most of the thermocouple locations, and it is the mechanism of the
heat loss in this situation that is in question. This heat flow seems
too large to be attributed to free eonvection, although, admittedly, this
opinion is derived from analyses of infinite vertical plates which may
not be applicable to this case. To add a bit more confusion to the ques-
tion, the data furnished by several thermocouples which were very closely
surrounded by the wood backing (see fig. 4) were essentially indistin-
guishable from the data furnished by the thermocouples with the large
holes behind them.

As mentioned in the report, the data for the edge thermocouples may
be in error on the low side because of the gresaster apparent heat loss
shown In figure 15. The holes behind the edge thermocouples were open
to the free stream and thus a greater heat loss might be expected.
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APPENDIX B
PRESSURES MEASURED ON 12-INCH MODEL

The pressures measured on the 12-inch-dismeter model A asre presented
in figure 16(a) and compared with the faired results from the L-inch-
diameter model. The difference is apparently outside the range of accu-
racy 1lndicated by the spread of the data points. Figure 16(b) shows the
pressures measured at the TS5-percent stations at several azimuthal posi-
tions. Again the small scatter indicates that a real asymmetry may exist.
This asymmetry and the pressure differences between the 12-inch model and
the h~inch modél mey be an indication of some type of interaction between
the 12-inch model and the 27-inch jet. If such an interaction is present
at all, 1t apparently is not a large one since the local flow conditions
are not changed extensively. The operating pressure ratio of the 27-1nch
Jjet was nearly identical for the 12-inch and L-inch models, and this fact
implies little or no interference. Further indicastion of the smallness
of the interaction, if any, is obtained from the shadowgraphs taken during
the runs.

T /_ Shock B ]\ %— Shock
27 in. 12¢1n. 12 in. & ulin_
¥
K 7N
I A S 670 ¢ 'I,'\\
b l X
(a) 27-inch Jet. 1/r = 0.868. (v) 12-inch jet with model
backed away from nozzle.
1/r = 0.86k.

Sketch (a) represents a shadowgraeph of a 12-inch model during one
of the test runs, while sketch (b) shows a shadowgraph of a special run
of the L-inch model C for which 1t was backed away from the mouth of the
Jet to allow the full nose shock to be seen. Measurements of the dlstance
from the corner of the body to the shock, measured at an angle of 67° with
the center line, gave the ratios of Z/r noted on the sketches. Since
these ratlos are essentially identical, it indicates that the shocks formed
in both cases are similsr. In sketch (b) the distance of the shock away
from the surface can be measured and is found to be 0.752r, which is
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close to the separstion distance shown in reference 11 for a Mach number

o)

of 2 (53 = O.l66>. Therefore, no interference was present in this test.
o

Likewlse 1t can be inferred that there wes little or no interaction in

the 12-inch tests.

In commnection with this comparison, it should be noted that the ratio-
of model ares to jet area was 0.155 for the 12-inch model in the
27-inch jet and 0.087 for the 4-inch model in the 12-inch jet. The
L-inch model was also tested in the 8-inch jet (an area ratio of 0.25),
and the heat-transfer retes from both runs agreed well.
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APPENDIX C
THEORETICAL HEAT-TRANSFER DISTRIBUTIONS

Laminar Distributions

lees (ref. 6) gives the following relation:

/ffl % ﬁ(ﬁ)z.d_x L(@ﬂ)
Po 8 Mo\ T/ T 85 \dx o

Note that Lees' expression was derived on the assumptlon that %E'<< 1,
1

whieh 1s not true in the present case. This ratio is equal to the heat-
transfer coefficient ratio if Taw - TW is considered constant over the

(2)

surface.

The method of Stine and Wanlass (ref. 8) yields the following
expression: .

2
(Nw_u> 01 Ho U_z(kz>
h YR/1 ﬁ; My ag Eg

= (3)
ho  (Nnu _r_(éﬂ) x
VR o Bo\dx /T
(NNu/ﬁ)z
vhere the ratio —————= 13 a function of local Mach number and pres-
Ny V), | "

sure gradient.

In the calculations based on these equations the local values meas-
ured on the 4-inch model were used. The Iees expression is very difficult
to determine accurately at points near the stagnation point because both
the numerator and the denomlnator approach zero fairly rapldly. The Stine
and Wanless calculation depends strongly on the local pressure gradient
and thils 1s difficult to determine asccurately near the edge of the bodies
of the present test. )

The essumption of Ty << 1 allowed Lees to neglect the variation of

iy
heat-transfer coeffilcient with local pressure gradient. If it 1s assumed
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that the variation with the pressure gradient is not important (though
this eppears to be an erroneous assumption if the solutions of Cohen
and Reshotko are examined - see discussion in ref. 6) it 1s possible to
obtain an expression for the heat-transfer ratio from the relationship

= Constant

)2/5

Nt ‘E(NPr

This leads to

5
1/3 [P Uy ”o<k1>

h _ Yor ) Po B F\Ko N
o ( ir:O i(dU) X ()
ao Or

Equation (&) is, of course, identical with the relationship derived from
the Stine and Wanlass solution (eq. (3)) except for the term that depends
on the local pressure gradient. (The Prandtl number ratio is approxi-
mately equal to 1.) It can be simplified somewhat if the rels~
0

tion %l = %l) , where o = 0.7, 1s used. Neglecting the Prandtl num-

o] o
ber ratio gives

Bo | x L(ill)
T 8o\dx /o

The numerical values obtained from equation (5) for the present pres-
sure distribution are close to those calculated from the Iees expression.
Although this agreement may be fortuiltous, 1t indicates that the differ-
ence between the Lees theory and the Stline-Wanless theory shown in fig-
ure 11 is due almost entirely to the changes associated with the local
pressure gredlents. That the agreement 1s not entirely fortuitous can
be seen by assuming that the local values in Iees' expression do not
vary with x/r.

Turbulent Distribution

Van Driest (ref. 12) makes the assumption that local pressure gradi-
ent 1s not en importent variable (which is certainly more true for the
turbulent case than the laminsr one - note the constants presented in
ref. 12 for the various stagnation-point and flst-plate relationships).
This essumption makes it easy to obtain the relation between local
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turbulent hest transfer and local laminar heat transfer (for Npy = 0.72
and T, /T = 1): ) ' ' -
3
hy,turb _ P1Uicw,18t,1,turd _ Nst,1,turb _ 0-03T4 0.95
Byiem Pi%i%ist,1,7am Vst,1,1em 311/5 Rzlié

where the flat-plate constant for turbulent flow was chosen along with
the stagnation-point constant for laminar flow because the results then
agreed better with the present tests and with the equation and results
of Beckwith and Gallagher (ref. 9). Thus,

Ry turb o.okor. 2
Ny lem L

h -
If equation (5) for the ratio —lﬁlgg is used, then the expression
o .

UZ(P \l/2<k )2
hy,turb _ 0.0u0r, %7 | |22 Bo/ Eﬁ

ho x L(ﬂ)
r &g dx o

is obtalned.

Reynolds Number Based on Momentum Thickness

The curves of Re shown in figure 12 were obtained by an approxi-
mate method due to Bromberg (ref. 13), where

1
and -
5% 0, 1y &1(5)2@:_
~  PgET Yo o 8o Ho\F/ T
2
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Note that Lees' expression for

b,

hy
By

may be written

PU;

L =21
A, ~ 2

[po Ho @% )o] l/eﬁzlﬁ
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TABLE I

TEST CHARACTERISTICS

Diameter, Jet size, Model area
Model in Material Run in Measurements Remarks e —
y - Jet area
A 12 0.032" Inconel 1 |27 by 27 | 22 thermocouples |Runs 1 and 2 0.155
2 127 by 27 and 15 pressure identical.
3 127 by 27 points For run 3,
the disk was
rotated 180"
from first
position.
B 12 0.064" magnesium | 1 |27 by 27 | 16 thermocouples 0.155
' alloy {AZ31A-0)
c I 0.032" Inconel 1|8 (diam.)}| T thermocouples 0.25
2 112 vy 12 T thermocouples 0.087
D Steel 1127 by 27 |21 pressure points 0.017

2YLluo

cc

00cH NI VOVN
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Figure 1.~ Four-inch heat-transfer model in 12- by 1l2-inch jet. 1-95238
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Figure 2.- Four-inch pressure model in 27- by 27-inch jet. IL=57-372.1
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X Thermocouples
s Pressure orifices

4"
Model C
4" Inconel disk
Wood backed 3k
Model A
12" Inconel disk
12" 4"
Model D
4" Steel disk

Model B
[2" Magnesium disk

Figure 3.- Location of pressure orifices and thermocouples.
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12"
Mahogany —— :
Steel
.032" Inconel \
\ —Inconel tubing
6” :
~\ Thermocouple wires
3] . \
1.25" Diameter D (iron - Constantan)
cutouts —_ | §
\t"
353@
)
Machined screw Thermocouple wires
m Hole drilled large

Wood backing
installation

enough to permit exit.

(b) Side view of model.

Figure L.- Construction detaills.
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(a) Jet pressure.
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(b) Jet temperature.

Figure 5.- Jet total-temperature and total-pressure histories up to time
for constant conditilons.
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100 100 TE 11 !
1
Q0r S5 2
80 .90 - X
e = 4 dia model, present tests, M=200
o o 4"dia model, Unitary tunnel,M =249
o 3"dia model, ref.3 figure 4, M=2.0}
70F B85 w
. iR
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so 8oL, Theory, M=150 X
P Reference 4
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Figure T.- Pressure distribution and velocity distribution over flat face.
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Figure 9.- Local flow properties at M = 2.
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Figure 10.- Stagnation-point heat tranafer on flat face.
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Figure 11.- Heat transfer on flat face at Mach number of 2.
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(a) Local Reynolds numbers.

800

600

R 400

200

X/

(b) Momentum-thickness Reynolds numbers.

Figure 12.~- Local and momentum-thickness Reynolds numbers.
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Figure 1l4.- Typical temperature-time histories.
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Figure 15.~ Apparent heeting rates from two typical tempersture-time

. histories.
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(a) Pressure measured along main ray of 12-inch model A.
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Figure 16.- Pressure measured on 12-inch model.
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